WELDED STEEL
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Nomenclature :

WR : chain with heat-treated pins

WH : chain with all parts heat-treated

WHD : chain with larger pin , thicker and taller sidebar tl

han regular series

Sidebar

Avg. Ulti.
Tensile Strength | Approx.

4115 2235 13650 5.66

66.27 2 5100 2840 %800 11500 606

2609 6627 2235 6507 5100 2840 ‘18,000 13900 7.4

3075  78.10 2697 7137 5740 3180 19,500 12,800  7.33

3075  78.10 3175 7849 5791 3180 27.250 - 1192

4000 101.60 3175 9129, 7160 3810 32000 21,000 1144

4760 12090 81.75 10550 8580 5720 41,500 — 1415

6000  152.40 . 31.75 9129 7160 4120 31500 —  10.43

6050 15240 2540 6195 5870 1270 5080 4120 10240 7650 4120 52250 —  17.58

WH110 6.000 152.4@_..;% 6265 5470 950 3810 3175 9665 7650 4670 31500 — 1073
W132 6.050 15367 25.40 50.80 4445 137.70 111.80 69.85 55500 38,000 20.85.
WH150 6050 15367  25.40 4445 137.70 111.80 69.85 55500 — 2508

1. Dimension A is inside width for sprocket contact
2. Attachments are available upon request

3. Induction hardened pins available

4. Stainless steel chains are available upon request
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